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GENERAL NOTES

FACTORS USED FOR ESTIMATING PLAN QUANTITIES ARE AS FOLLOWS
AND SHALL NOT BE USED FOR THE BASIS OF FINAL QUANTITIES:

ALL AGGREGATE
2. 05 TONS/CU. YD.

RIPRAP
1. 50 TONS/Cu. YD.

ALL TEMPORARY ERQOSION CONTROL MEASURES SHALL BE LEFT IN PLACE UNTIL REMOVAL IS
REQUIRED TO CONSTRUCT FINAL GRADE LINES.

AREAS OF EXISTING AGGREGATE SHOULDERS THAT SHALL BE REMOVED FOR CONSTRUCTION
SHALL BE INCLUDED IN THE CONTRACT UNIT PRICE FOR PIPE CULVERTS, CLASS A,

PLAN DIMENSIONS AND DETAILS RELATIVE TO THE EXISTING STRUCTURE HAVE BEEN TAKEN FROM
EXISTING PLANS AND ARE SUBJECT TO NOMINAL CONSTRUCTION VARIATIONS. IT SHALL BE THE
CONTRACTOR’ S RESOPONSIBILITY TO VERIFY SUCH DIMENSIONS AND DETAILS IN THE FIELD AND MAKE
NECESSARY APPROVED ADJUSTMENTS PRIOR TO CONSTRUCTION OR ORDERING OF MATERIALS.

SUCH VARIATIONS SHALL NOT BE A CAUSE FOR ADDITIONAL COMPENSATION OR A CHANGE IN THE
SCOPE OF THE WORK. THE CONTRACTOR, HOWEVER, WILL BE PAID FOR THE ACTUAL QUANTITY
FURNISHED AT THE UNIT PRICE BID FOR THE WORK. CONSTRUCTION PLANS ARE AVAILABLE FOR
REVIEW AT THE DISTRICT 9 HEADQUATERS IN CARBONDALE, ILLINOIS,

ALL EARTH EXCAVATION SHALL BE INCLUDED IN THE COST OF PIPE CULVERTS, CLASS A
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